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Quectel SG530C

5G Sub-6 GHz SG530C-CN SG530C-WF
/
Android 13 Android 13
uIs7885 8  5G SoC uIs7885 8  5G SoC
p 1 x Arm Cortex A76 @ 2.7 GHz 1 x Arm Cortex A76 @ 2.7 GHz
cpu 3 % Arm Cortex A76 @ 2.3 GHz 3 % Arm Cortex A76 @ 2.3 GHz
4 x Arm Cortex AS5 @ 2.1 GHz 4 x Arm Cortex AS5 @ 2.1 GHz

4 GB LPDDR4X + 64 GB UFS ( )
6 GB LPDDR4X + 128 GB UFS ( )

8 GB LPDDR4X + 128 GB UFS ( ) 4 GBLPDDRAX + 64 GB UFS
8 GB LPDDR4X + 256 GB UFS ( )
(mm) 42.5%56.5x 2.95 42.5%56.5x 2.95
LGA LGA
(g) 175 175
1
-35°C ~+65°C -35°C ~+65°C
]
5G SA/NSA nl/3/5/ 8/ 28/ 41/ 78/ 79
5G MIMO DL4x 4MIMO nl1/3/41/78/79
LTE B1/ 3/ 5/ 8/ 34/ 38/ 39/ 40/ 41
LTE MIMO DL4x4MIMO B1/3/41
WCDMA B1/5/8
WLAN 24G&5G 802.11a/b/ g/ n/ ac 24G&5G 802.11a/b/ g/ n/ ac
5.0 5.0
GNSS GPS/ GLONASS/ Galileo L1 GPS/BDS/ Galileo L1
1
/ SRRC/ NAL/ CCC gFéRc
RoHS/ REACH RoHS/ REACH
1
5G SA 2 Gbps ( )/ 500 Mbps ( )
5G NSA 2.4 Ghps ( )/ 575 Mbps ( )
LTE (Mbps) 800 ( )/ 150 ( )
DC-HSPA+ (Mbps) 42( ) 11( )
WCDMA (kbps) 384( )3 )
]
Modem 5G 3GPP Release 15
LTE 3GPP Release 15
Rx-diversity L]
MIMO 4 x4 .
(U)sim °
L]
uss ° .
OTA . .
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Quectel SG530C

2 4-lane MIPI DSI QHD+ @ 60 fps/ FHD+ @ 120 fps
DisplayPort 1.4 4K (3840 x 2160) @ 60 fps
4 MIPICSI (4-lane + 4-lane + 4-lane (2-lane + 2-lane) + 4-lane (2-lane + 2-lane))
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3 ( PA)
4 MIC1 MIC2 MIC3 MIC4
x1 USB 3.2 Gen 2 Type-C 10 Gbps UsB 2.0
x 1 1-lane PCle Gen 3 NVMe*
x 2
x1
x2 1.8/3.0V (U)SIM (V)sIM
x6 UARTO 1 UART 12C5
x1 SD3.0 4 SDIO
x3 ADCO  ADC1 ADC 1 BAT_ID
x9 3.4 Mbps 12C7  GPIO
x4 2 128 2
x2 SPI2 NFC
VBAT
x 31
x 6 (SG530C-CN x4 Wi-Fi/ x1 GNSS x 1)
x 1 (SG530C-WF  Wi-Fi/ x 1)
3.55~4.4V 4v
100 pA @ 6mA @
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64 M @ 30 fps ZSL capture 108 M (9 in 1) NonZSL capture
32M25fps+8M25fps 20M+20M 24M+16 M
64 M (4in 1) +20 M (UW) + 13 M (T)

64 M (4in1)+20 M (UW) +13 M (T) +2M

12C

H.265 4K @ 60 fps  H.264 4K @ 24 fps
H.265 4K @ 60 fps  H.264/ VP9 4K @ 30 fps

3

DisplayPort 1.4 USB & DP
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