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Quectel EC800Z-CN

LTE Cat 1bis EC800Z-CN
/
LCC
mm 17.7x15.8x 2.4
g 1.3
|
-35C~+75<C
-40 °C~+85<C
|
LTE-FDD B1/3/5/8
LTE-TDD B34/ 38/ 39/ 40/ 41
|
/
/ CCC/ SRRC/ NAL
|
LTE-FDD (Mbps) 10 /5
LTE-TDD (Mbps) 8.96 /3.1
|
UsIM x2 USIM1:1.8/3.0V;USIM2:1.8V
UART x3 *
uUsB 2.0 x1
PCM x1
* x1
LCM* x1 QuecOpen®
* x1 QuecOpen®
ADC x 2,12 bits
12C x1
x1
|
* MP3/ AMR/ WAV
|
DTMF* °
DFOTA °
/ * o
QuecFile® °
UsIM °
Wi-Fi Scan °
|
SMTP*/ SMTPS*
RIL Android 4.x~16.x
RNDIS Windows 10/ 11, Linux 2.6~7.0
ECM Linux 2.6~7.0
USB Windows 10/ 11, Linux 2.6~6.17, Android 4.x~14.x
|
[} 3.3~4.3V 3.8V
[} 2.3~3.8V 3.3V
[} 2.3~45V 3.6V
18uA@
0.33mA @ LTE PF=128 USB
0.26 MA@ LTE PF=256 USB
255mA @ PF=64 USB
22.34mA @ PF=64 USB
0.42mA @ LTE PF=128 USB
0.32mA @ LTE PF=256 USB
3.8mMA@ PF=64 USB
259mA @ PF=64 USB
0.42mA @ LTE PF=128 USB
0.32mA @ LTE PF=256 USB
3.8mMA@ PF=64 USB
25.9mA @ PF=64 USB
1.* /
2. USIM UsSIM1  USIM2 1.8 V USIM
3. QuecOpen®
4,
5.e
6.0
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